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EtaProof-Spezifikationen

Norm/Standard Unit EtaProof
170

EtaProof
200

EtaProof
240

EtaProof
270

EtaProof
300

EtaProof
220 RS

EtaProof
200 Bio

fabric width minimum cm 150 150 150 150 100 150 150

fabric weight iso 3801 g/mC +/– 5% 170 200 240 270 300 220 200

threads/cm Kette/Warp 95 81 66 68 71 81 81

Schuss/Weft 35 30 26 26 26 30 30

breaking strength din en iso 13934-1

warp minimum N/5cm 1000 1100 1400 1200 1500 1200 1100

weft minimum N/5cm 650 650 750 1000 1400 750 650

tear strength din en iso  13937-1

warp minimum g 900 1200 1800 1800 2200 1350 1200

weft minimum g 650 750 1200 1600 1600 800 750

dimensional stability iso 6330

Mashine wash 30°C

warp maximum % +/-3.0 +/-3.0 +/-3.0 +/-3.0 +/-3.0 +/-3.0 +/-3.0

weft maximum % +/-3.0 +/-3.0 +/-3.0 +/-3.0 +/-3.0 +/-3.0 +/-3.0

water repellency din en 29865

Bundesmann 30 min Test

Water repellency Note/rating 4 4 4 4 4 4 4

Water absorption Maximum % 10 10 10 10 10 10 15

Water penetration Maximum ml 0 0 0 0 0 0 0

Hydrostatic head din en 20811

mm of water column 720 720 720 720 900 600 600

max. No. of globules  
after 5 min

3 3 3 3 3 3 3

air permeability en iso 9237 cmD/cmC/
sec@0.98 
mbar

0.4 0.4 0.4 0.4 0.4 0.4 0.4

water vapour  
permeability

iso 11092 Ret mCxPa/w 6 6 6 6 6 6 6

oil repellency aattc 118-2002 Note/rating 5–6 5–6 5–6 5–6 5–6 5–6 –
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